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Simple Isolated Fair Isle-Intarsia Without The Intarsia Carriage By Michael Becker 


This technique is useful for reducing floats and adding textural interest to single bed knitting. Try using differently 
textured yarn with a smoother yarn for the background. 


Goal: You will knit stripes with carriage. You will knit vertical stripes using a cut piece of yarn according to a 
pattern. The needles knitted by hand will not be knitted by the carriage. 


Abbreviations: Col = Color; K1R = Knit 1 row. Col A = Background color (gray squares) Col B = white squares; 
Col C = Diamonds; Col B1 is a cut length of Col B yarn; Col C1 is a cut length of Col C yarn. 


Pointer: Attach a clothes pin or snack bag clip or alligator clip to the end of the cut length of yarn to act as a 
weight. 


Procedure: Establish single bed knitting using Color A yarn. Set both hold levers to = mark (hold position). Follow 
the chart: 


Row 1: Select needles for colors B1 and C1 to E (hold) position (see chart). Cut a length of yarn Color B. Attach 
a clip to the end of the yarn. Starting about 6" from the clip, lay the yarn onto the B1 needle hook. Manually knit 
back the B1 needle until it is in line with the other needle butts. Return the needle back into hold position. Repeat 
for needle C1 needles using a length of Col C yarn. 


Thread the carriage with Col B. K1R. The needles in hold do not knit. Proceed to row 2. 


Row 2: Repeat the process for Row 1. That is, loop the individual pieces of yarn into the empty needle hook in 
hold. Manually knit the needle back. Return the needle to hold. When done manually knitting, K1R with carriage 
changing the yarn color whenever appropriate following the chart. 


If the needle in hold is no longer required, push the empty needle back to D position. If new needles are needed 
for the pattern, push them into hold position. Cut a new end of yarn. Loop it into the needle hook. Manually knit 
the new yarn as before. 


Chart: In the chart, Columns B1 and C1 are extra strands of yarn. These 
are always knitted by hand, even when the color in the carriage is the 
same. This ensures texture of the vertically knitting yarn remains 
consistent. 


Rows B and C are color changes in yarn color from the tension mast. 
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Clean It Up! By Michael Becker 
Keep your knitting machine clean and working well by following these steps: 


Cleaning Solution: 1 cup of denatured alcohol and 1 tsp of knitting machine oil in a bottle. The added oil helps 
keep the machine from rusting as the alcohol alone will strip the oil away leaving the metal unprotected. Use 
ONLY denatured alcohol found in lumber stores and hardware stores. Any other type of alcohol will damage the 
machine. 


Keep two cleaning clothes. One for removing the dirty oil from the machine. One for cleaning the “clean” parts of 
the machine like the carriage covers. A third small rag can be kept in a baggie for oiling the clean machine. 


Clean Before Oiling: Before oiling, take a soft cloth and moisten it with the cleaning solution and wipe the 
following surfaces: the beds including the needle butts; the sinker plates; plastic surfaces on the carriages; the 
needle butt protection strips. (“) Now for the dirty part. Remove each carriage and turn them over. Take more 
solution onto your cloth. Clean out the brass tube at the base of each carriage. Now clean off the rail on each 
bed that the brass tube rides along. You may need to add more solution to your cloth. Take a brush and dust out 
the carriages. Wipe lightly with solution on a new cleaning rag. 


Oiling: On a small clean cloth that you keep in a zip lock bag specially for oiling, add several drops of oil and 
wipe down the surfaces you cleaned with solution (see above) up to the (*). Now take a small artist's paint brush 
and dip it in oil. Lightly oil the rail the brass tube rides along as well as the inside of the brass tube. Lightly oil the 
surface of the beds where the white nylon runners contact the beds. Lightly oil the needle butts. Lightly oil the 
underside of the carriage along the edges of the metal levers. Note: When you are knitting, use the brush to 
lightly oil the needle butts being used if the knitting seems to drag. 


Dusting: When you are vacuuming, dust under the open back of the needle beds. Dust along the number strip to 
remove lint from around the needle area. You may need to use a small clean brush to dislodge stubborn lint. 


Brushes: Comb out any fiber found in any of the brushes in the sinker plates. Carefully undo the screws holding 
the round brushes on the underside of the single bed sinker plate and remove any fiber caught under the 
brushes. Caught fiber causes the brush to spin poorly or not at all causing problems. 


Tension Disks: Use the alcohol solution and a cotton swab to thoroughly clean between the yarn tensioning 
disks on the mast. Use a facial tissue to finish. Use some solution to wipe the antenna. Take any accumulation of 
fiber out of the loop at the end of the antenna. 


Cleaning Needles: Push the sponge bar out. Each needle can be pushed up to hold position and the bottom 
tilted up out of the beds. Make sure the latch is closed and move the needle down and out of the beds. Place the 
needles in a jar of the alcohol solution to soak. Remove the number strip. Clean with a rag. Run a bead of oil on 
machine area covered by the number strip. Reposition the number strip (the oil helps hold the strip). Position the 
diamond mark between 70 and 75 is under the second needle from the end. Remove and wipe each needle then 
replace them with the latch open into the beds. Replace the sponge bar. 


Marks on your knitting?: Another source of grime are the bearings in 
the carriage. They will shed fine black dust that will filter through onto 
the needle shaft and sometimes mark your knitting. Clean the brass 
bearings with a swap and solution. If one or both are particular bad, the 
bearing may need to be replaced and the needles cleaned. Marks on 
knitting are usually removed by washing with soap (not detergent) pre- 
treating with Shout for bad spots. Long streaks may be caused by the 
rubber wheels not spinning correctly. 





Artisan 70D First Experiences — Page 7 
Two-color Ribbing By Michael Becker 


This is a decorative type of ribbing traditionally used on 
Scottish Fairisle sweaters. This is also known as interlock 
when it is done in one color. It is great for winter hats 

| because it forms a dense, low-stretch, non-curl knitted 

"| fabric. 
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Stitch size: Tighter than the normal 1:1 ribbing size for the yarn being used. You want the knitting to be slightly 
denser than normal. DK weight on the 70D at T2-3. 


Yarn: Wool works best, or any yarn with some elasticity. 


1. Setup for 1:1 ribbing (see manual). Using darker yarn, K1R (Knit 1 Row). Hang comb and weights. At the 
left end of the beds, remember which end needle is in work (is it on the ribber or knitter bed’). 

2. On both beds, push needles opposite the needles in work, into working position (position B). 

3. Set the carriages for circular knitting: slip/tuck lever at center bottom of each carriage is on slip. Knitter 
carriage, right side lever is set to 2 and left side lever to 1; Ribber carriage, left 0/1 lever is set to 0 and right 
lever to 1. Both carriages: hold lever to “—" 

4. K2R. Empty needles will cast-on. Carriages are on the left. 

5. Setstitch size on both carriages to the tighter MT for ribbing. Set both 0/1 levers to 0. Set both knitter side 
levers to 2. Carriages are now set to slip in BOTH directions on BOTH beds. 

6. Remove color 1 from the carriage. Hook it at the left end of the bed. 

7. Thread color 2 through the carriage. 

8. Use your 1:1 needle selector. Starting the with the needle on the opposite bed to the needle you were 
asked to remember, push this and every other needle with the 1:1 selector to the hold position. On the 
opposite bed, push up EON to hold as if for 1:1 ribbing. K1R. Push up the same needles again. K1R. 

9. Replace color 2 with color 1. Use the 1:1 needle selector. Push the needles that did not knit color 2 up to 
Hold position. K1R. Push these same needles up again. K1R. 

10. Switching colors every 2 rows, continue until the required length is achieved. HINT: Once the pattern is 
established, you push up the needles holding the color you are going to knit, alternating colors every two 
rows. 


To continue with single bed knitting, transfer each stitch on the ribber bed to the knitter bed needle opposite 
needle on the ribber bed. The carriage is on the left. For the first stockinet row, select a stitch size half way 
between the ribbing size and stockinet size. Knit one row to the right. Increase stitch size to MT and continue to 
knit. This minimizes the “bump” between the ribbing and stockinet fabric. 
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Fairisle Using An Intarsia Carriage By Michael Becker 


This way Fairisle is a little easier to accomplish because two or more colors can be knitted at the same time into 
the row. You will require an intarsia carriage. 


The instructions for the technique of laying yarn over the needles for intarsia are in the Artisan 70D Manual on 
the last two pages. Become familiar with this method before proceeding. 


Select a Fairisle pattern. The following one is very simple and good to practice with. 





Method: 


1. Setup and establish single bed knitting. Replace main carriage with intarsia carriage placing it on the left 
side of the knitter bed. 

2. Set stitch size on intarsia carriage one or two “clicks” larger than the stitch size for stockinet stitch. Note: 
Fairisle draws tighter than stockinet knitting. If combining stockinet with this type of fairisle, you must 
increase the Fairisle stitch size to eliminate this difference. 

3. Move carriage to right side of knitting continuously pressing down on the carriage (as if using an iron) to 
prevent the carriage from jumping up off the needles. This will set the needles forward into the intarsia 
position or position D 

4. Yarn Color A (Col A) = White Squares, Yarn Color B (Col B) = Gray Squares. 

5. Begin on the side closest to the intarsia carriage. Start at the bottom of the graph. Bring Col A along away 
from the carriage UNDER the Col B needles coming up and over the Col A needles “weaving” up and down 
until you reach the left. 

6. Push back the needles with yarn in their hooks until the latch close over the yarn and the hook is even with 
the sinker posts. 

7. Take Col B and lay it into the remaining needles as for intarsia. Knit one row across remembering to press 
down firmly on the intarsia carriage to keep the carriage from jumping off the needles. 

8. Repeat the process on each row following the chart as required. 
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Lace Ribbing By Michael Becker 


This technique produces a non-curl edge. It's suitable for most lace projects such as single bed lace, on full 
needle sweaters as an edging, or to knit the entire sweater. 


First, determine the appropriate stitch size by test knitting the edging. It needs to be tighter (a smaller stitch size) 

than the stitch size used to produce full needle rib with the yarn you are using. If you reduce the stitch size too 

much, then the transferred stitches for the lace will not want to knit off because they will be too tight. 

OT Use a multiple of 7 stitches +1. Set up for full-needle ribbing (every needle on both beds; 
-—}—} — see the Manual). Refer to the “chicken foot” in the Feather and Fan pattern diagram (left) 

as the center stitch. Take a grease marker and mark the “Center” needles on the Knitter 


Bed number tape. These are the “center” stitches for the pattern. 
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How to use a transfer tool: Place the prongs on the needle hooks. Keeping the tool 
directly in line with the needle shaft, and in the same direction as the needles knit, pull up the needles until the 
stitches pass behind the latches. Push the too! down until the latches close and the stitches slip over the needle 
hooks onto the tool. Lift the tool slightly up and over the sinker post one needle in either direction. Place the 
holes in the prongs on the needle hooks (you may have to open some latches to do this). Tilt the tool up to the 
vertical position to slip the stitches onto the needle hooks. 


Reading the lace pattern: Start on the bottom row. Note the position of the chicken foot symbol. Use the three 
prong tool. Pick up the three stitches indicated by \\O and transfer them one needle to the left (the \ symbol 
indicates left move). Now pick up and transfer the stitches indicated by O/ / one needle to the right (the / symbol 
indicates right movement). You will be left with an empty needle where the O is and there will be three stitches 
on one needle where the chicken foot symbol is. There is one untouched stitch indicated by the | symbol. When 
transfers are done, make sure the empty needles are in work position. Knit two rows with the carriage. The “—“ 
symbol is the second row of knitting. 


Knitting: Cast-on using double bed e-wrap. Knit 1 row. Hang double-bed comb and weights. Knit 1 row back. 
Set RCOOO. 


FIRST ROW ONLY: Turn the racking handle so the needles with 
stitches are opposite one-another. On the knitter bed, transfer the 
stitches according to the pattern diagram. On the Ribber Bed, 
transfer exactly the same way. Make sure that when the stitches 
are transferred they exactly mirror those on the Knitter Bed. Take 
the grease marker and mark the Center Stitches on the Ribber Bed 
opposite those of the knitter bed. Turn the racking handle back to 
the original position. Knit 2 rows. Continue to transfer and knit your 
pattern ending on a multiple of 6 rows. HINT: Push the needles that 
have 3 stitches on them up to D position to help them knit off 
cleanly. 





Switch to single bed fabric: After knitting the two rows, transfer all 
ribber bed needles to the Knitter Bed. Set up for stockinet. Increase 
your stitch size to single bed knitting tension. Continue to follow the 
pattern. 


Block the piece after it is finished. When the stitch size for the 
double bed segment is correct, there will be no increase in the 
width within the double-bed section of the knitting. Observe in the 
photo's the box surrounding the double-bed knitted part, that there 
is almost no difference between the single and double bed fabric.. 
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Very Smooth Auto Wrapped Short Rowing Technique By Michael Becker 


When you auto-wrap during the short rowing process, you will be working on the same side of the knitting as the 
carriage at all times. This contradicts the traditional method of working opposite the carriage. The advantage is 
that it is quicker, and in this case, smoother with no “hole” in the knitting to worry about. Our example is going to 
be turning a sock heel. Hint: Keep a close eye on the yarn in the tension mast. Make sure it is kept “pulled up” 
and not too loose going into the carriage. 


As a practice piece, on the knitter bed only, cast-on over 18 needles using a single bed set-up. Knit 6 rows 
ending with the carriage on the right. Set the weaving brushes to W. Make sure you have a claw weight near by 
for later. 


Set the carriage to hold: set the hold levers to the = position. Visually note that there are 6 needles on the left, six 
in the middie and six on the right. We will be working with the group of 6 needles on either side of the center six. 


On the side the carriage is on, *push the working needle nearest the carriage into hold position. Knit 1 row.* 
Repeat from * to * until six needles on both the left and right side are in hold position. NOTE: The stitches will 
tend to un-knit themselves as you push a needle into hold. This is because the tension from the mast is enough 
to pull the yarn back out of the stitch as the needle moves forward. To prevent this, use your finger to push down 
on the knitting as you push the needle forward (See picture A). 


Hang your claw weight under the six remaining center needles to help the knitting remain under tension. Let's 
finish the heel. Again, working on the same side the carriage is on, “*wrap the yarn under the needle in hold 
nearest the working needles. Push the wrapped needle down to D position. The latch will be resting slightly on 
the stitch. See picture B). Knit 1 row.** Repeat ** to ** until all needles are in work again. 


To wrap a needle: Take the feed yarn and loop it under the needle you want to activate, then raising it up over 
the next and remaining needles in hold. (See picture B). The resulting short rowed heel (see picture C) is much 
smoother and does not leave little holes. The short rowed “seam” is very flat and well supported. 
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Getting Spaced Out! By Michael Becker 


There are a number of techniques that will allow you to “open” up the knitting. The method of making stitches 
larger on a stitch-by-stitch basis is great for summer fabrics. This is called drop-stitch lace. See Page 38 in the 
Manual. Changing colors can give some very interesting effects as well. Experiment. Tuck stitch patterns are 
good pattern sources. 


Plan where you want to have open stitches. Do you want to have it as horizontal or vertical stripes? As an all- 
over 1:1 style pattern? As a diagonal pattern like diamonds where the lines between the diamonds are opened or 
the reverse effect? 


Set up the Knitting: This technique requires more weights than usual. You must use the double bed cast-on 
comb to distribute the weight evenly. 


lf you are using double-bed bands like ribbing, create the bands and transfer all stitches to the Knitter Bed. If you 
are not using a band, using waste yarn, set-up and cast-on for 1:1 ribbing. Use extra weight. Knit a few rows. 
Transfer all Ribber Bed stitches to Knitter Bed. Lower the Ribber and using the Single Bed Sinker plate, change 
to stockinet tension and waste yarn, Knit 2 Rows. Change to main yarn and single bed cast-on as usual as if 
there was no knitting on the main bed. End with carriage on Right. 


Begin the Pattern Knitting: Replace single bed sinker for double bed sinker plate and close ribber. 
Knitter Bed: Set the Knitter Carriage to stockinet tension (approx. 7 with DK yarn). 


Ribber Bed: Set the Ribber Carriage tension at 1 (this may require adjustment depending on the yarn being 
used). Set tuck/slip lever to slip. Your objective with the Ribber Carriage is to catch the yarn on the ribber needle 
with the smallest stitch size possible so the stitch is held in the hook of the ribber needle without slipping out. 


Exercise 1: Put every third needle on the Ribber Bed to working position. Knit 1 row. Push ribber needles up and 
down using the needle selector tool to drop the stitches pushing the needles down out of work. Knit 1 or more 
rows. Set the ribber needles as before for the next row of pattern and continue. Feel free to vary the pattern as 
desired. 


In the next exercise, the Ribber Carriage settings are changed to prevent the Ribber Bed needles knitting when 
they are not needed. Knitting tensions and bed set-up is as above. 


Exercise 2: (See photo): On the Knitter Bed, transfer every 6" stitch to 
the next needle. Empty needles out of work. Knit 4 rows once to start 
knitting. On the Ribber Bed, push up needles to match the needles on 
the Knitter Bed skipping a needle to match the Knitter Bed set-up. 
Ribber Carriage: set both 0/1 levers to 1 (to knit). “COR (carriage on 
right). Knit 1 row. Disconnect the ribber carriage and Knit 2 Rows 
Empty to drop stitches. Reconnect the ribber carriage. Set 0/1 levers to 
0 (slip). Knit 5 or 7 more rows. COR. Set the both 0/1 ribber carriage 
levers to 1.* Repeat between *’s. End with at least 2 rows in pattern 
after the last “dropped” row. Bind off. 
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Exercise 3: Push up the second and every 4" needle on the Ribber 
Bed to working position. “*Knit 1 row. Drop the stitches on the Ribber Bed as in Exercise 2. Set both 0/1 levers to 
0 (slip). Knit 3 rows. Set left 0/1 lever to 1.*°* Repeat between **’s. Remember, you can leave the selected Ribber 
Bed needles in working position. Changing the 0/1 lever from knit to slip allows you to knit on the knitter bed 
without knitting the selected needles. 


Variation: select 4" and every 4" needle alternately with the 2°" and every 4" needle to achieve a diamond 
pattern. 


Ribber Bed Bind-off By Michael Becker 
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When knitting on the Knitter Bed only, follow this easy cast-off. The knitting does not leave the bed until the bind- 
off is complete. 
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End with carriage on the right. 

Remove the single bed sinker plate and replace it with the ribber plate. 

Raise the ribber bed and push up a needle to match the needles on the knitter bed. 

Set the pitch to half-pitch so the needles are not opposite one another. 

Note the knitter bed stitch size being used. For example, stitch size is 8. Divide the stitch size by 2. 8 + 2 = 
4. Set the stitch size on each carriage to 4. Now increase the stitch size by two “clicks of the stitch size dial” 
to the stitch size on knitter carriage only. E.g., 4** 

Set both carriages to knit. Knit 1 row. 

Disconnect the carriages. Drop the ribber bed down one notch. Push the knitting towards the ribber to open 
the loops around the knitter bed needles. 

Starting at the right end of the knitting, insert the latch tool down into the first loop on the knitter bed needle. 
Catching the LEFT side of the loop in the hook, raise the latch tool up and then across and down into the 
next loop so ONLY the first loop slips behind the latch. 

**Catch the LEFT side of the next loop in the hook and pull the latch tool back up so the old loop slips over 
the new loop. Insert the latch tool into the next loop until the loop on the tool slips behind the latch. Repeat 
from **. 

Pull the yarn tail through the last loop and break the yarn. 

To remove the knitting from the machine, push the ribber back up. 

Connect the carriages. 

Push all needles to E position. 

Remove most of the weights from the knitting. 

While pulling down firmly on the knitting, run the connected carriages (without yarn) slowly over the beds to 
release the knitting. 
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Horizontal Button Holes By Michael Becker 


The number of stitches to work for the hole varies with the yarn used as well as the button size. The button 
should squeeze through the finished hole. If it fits through easily, the button will undo itself under any sort of 
stress. If the button hole works out to be too large or stretches out, sew the hole smaller with matching sewing 
thread. 


Making the buttonhole: We will work the buttonhole over 5 stitches. The number of 531 
stitches to work was pre-determined by making a test swatch. Carriage on Right. Knit 1 nee 
row. Locate the position the button hole is to appear in. Mentally number the needles | 
as shown in the diagram. Diagram A is for 1:1 Ribbing; Diagram 2 is for Stockinette 


Td 
fabric. *42 


NOTE: To “knit stitch through" push the needle up so the original stitch slips past the *5A391 
latch. The transferred stitch must remain in the needle hook. Pull the needle down to B | 
“knit stitch through”. The original stitch slips over the needle hook. 


Transfer stitch 2 onto the hook of needle 1. Knit stitch 2 through stitch 1 manually. Transfer stitch from 1 onto 
empty needle 2 (now needle 1 is empty). 


Transfer stitch 3 onto needle 2. Knit stitch 3 through stitch 2 manually. Transfer stitch from 2 onto empty needle 3 
(needles 1 and 2 are now empty). 


Transfer stitch 4 onto needle 3. Knit stitch 4 through stitch 3 manually. Transfer stitch from 3 onto empty needle 4 
(needles 1, 2 and 3 are now empty). 


Transfer stitch 5 onto needle 4. Knit stitch 5 through stitch 4 manually. Transfer stitch from 4 onto empty needle 5 
(needles 1, 2, 3 and 4 are now empty). 


Transfer stitch * onto needle 5. Knit stitch * through stitch 5 manually. Transfer stitch from 5 onto empty needle * 
(needles 1, 2, 3, 4 and 5 are empty). 


At this point, if you wish to repeat the button hole in the same position further up the garment, make a note on 
paper or with grease pencil on the bed which 5 needles you have worked on. Note that 5 needles are completely 
empty. 


Closing the buttonhole: 
Make sure all the empty button hole needles are in working position. Knit 1 row. Carriage is now on right. 


The five empty needles now have a loop of yarn. Each loop must be twisted to form an e-wrap. Starting with the 
first needle on the right, place your double eyed needle in the hook of the needle. Pull up the needle so the stitch 
slips behind the latch. Push the needle back down to transfer the loop to the double eye needle. Without pulling 
the double eyed needle up, rotate the needle 180' to the left twisting the loop. Replace the loop in the hook of the 
needle. Repeat the process on the remaining loops. Put the needles with the twisted stitches into E (Hold) 
position. Make sure the Hold Levers are set to “—". Knit 1 row. Check that all the needles have knitted correctly. 
Correct any errors. 
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Basket Weave Pattern on Stockinette Background By Michael Becker 


This is a great single bed fabric with an unusual texture. It lays flat when blocked. Use DK weight yarn and stitch 
size around 7. This fabric will have reduced horizontal stretch if knitted too tightly. The cast-on edge has a 
slightly scalloped finish. 


ts 


3. 


Push black square needles to E position. Carriage settings as indicated. 

Knit to row 4. 

Needles marked *: insert single prong tool in into the stitch at the side of the needle below the four tuck 
loops. Push down slightly on the heel of the stitch below. This will expose the sides of the stitch on the 
needle. 

Position the prong tool in the middle of the stitch under the needle. Turn the prong to the left coming up 
under the left side of the stitch then back onto the surface of the knitting. Rather like picking up a stitch with 
a safety pin. The idea is to insert the prong in such a way as to catch the knit stitch on the needle as you 
drop the stitch off the needle allowing the tuck stitches to fall behind the stitch on the prong tool. 

Drop the tuck stitches from the needle by pushing it forward and back to B position allowing the dropped 
tuck loops to fall to the knit side of the fabric and the stitch to remain on the prong tool. 

Replace the stitch on the needle. Leave the needle in B position. 

Complete pattern rows 5 through 8. Repeat as required. 
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Knitting Cotton On The 70D By Michael Becker 


When knitting cotton on the Artisan Mid-gauge, be sure to increase the stitch size by approximately one whole 
stitch size than you would normally for a similar weight yarn. This will compensate for natural laundering 
shrinkage. If you knit cotton too tightly, it will be cardboard-like in texture once shrinkage occurs. Shrinkage will 
vary, however, you can always count on some sort of shrinkage, most often in the length. This can be as much 
as 20% or as little as 3%. 


Before taking any test piece measurement, the swatch must be washed and dried. Dark colors should be 
washed and rinsed in cold water to minimize color loss. Otherwise, warm wash, cold rise to maximize shrinkage. 
Put the knitting in the dryer for 10 minutes to remove any creasing. Remove the knitting from the dryer and lay 
flat to finish drying over night. Do not measure damp cotton. 


Use plenty of weight on the knitting and knit more slowly. Cotton is stiffer and needs more time to form the stitch. 
When knitting half-fishermen’'s rib, keep an eye open for lazy stitches that do not completely knit off on the row 
that knits off the tucked stitches. Knit these stitches by hand. Otherwise you will have a flaw in the fabric. If you 
missed a lazy stitch, after the fabric is off the machine, fix it by undoing the cast-off onto fine hand-knitting 
needles. Run the stitch column down to the flaw and re-latch the fabric. Bind off the stitches on the knitting 
needle using the latch tool. 


Laundry Hint: Use cold wash and rinse water. Have a % cup of vinegar ready for the rinse water. This is a natural 
fabric softener and helps reduce fading. Turn cotton sweaters inside out before you wash them. The abrasion 
from other garments in the wash, the agitator or from hand washing will remove color from the surface of the 
knitting. With the right side turned inside during washing, the color will remain richer and the surface of the 
knitting will be less fuzzy. This is especially important for non-mercerized cotton and all dark colors. Case in 
point: If you have a pair of dark cotton socks than you have washed without turning inside out, you probably have 
noticed the inside of the sock is darker than the outside. 


Braided Trim By Michael Becker 

These simple trims can be used as an applied trim along edges as well as tie strings on a hat. Version 1 is a flat 
braid with a lace hole. Version 2 is more 3-dimensional and can be used as a belt when covering a non-stretch 
cord. Use several short lengths sewn together at one end in place of a pom pom on a hat. 

The idea is to cast on an odd number of needles and knit one more row than needles. E.g., in this pattern, 7 
needles and 8 rows. You can vary the width accordingly for narrower (5 needles, 6 rows) or wider braid (9 
needles 10 rows). 


Instructions: 


E-wrap over 7 needles. Stockinet setup. Hang weights. “Knit 8 rows. Transfer the middle stitch to the left 1 
needle. Leave empty needle in work.* 


“Repeat* knitting more than required length. Bind-off. Do not block. 
Place the Strip with the cast-on edge nearest you, knit side up. 


Version 1: Take the bound-off end and feed it through from the purl side through the first lace hole. Pull it 
completely through so the knit side is up. Repeat for each subsequent lace hole. 


Version 2: Make 2 identical Strips. Using Strip 1, complete the step in Version 1 once only. Using the bound-off 
ends, insert Strip 2 from the purl side into Strip 1 and pull through until the first lace hole of Strip 2 appears. Now 
insert the end of Strip 1 into the first lace hole of Strip 2. *Insert Strip 1 into the next lace hole on Strip 2. Insert 
Strip 2 into the next lace hole on Strip 1." *Repeat*. 


Note: Strips are always inserted from the purl side and pulled through to the knit side. 
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Self-fringed Knit-woven Coasters and Place Mats By Scott Renno 
This pattern is easy and lots of fun and is good practice for the Weaving Technique. 
Knitting Yarn: DK weight acrylic 
Weaving Yarn: Worsted weight 
Stitch Size: 6-7 depending on weight of weaving yarn 
Set-up: Push up 17 needles on the Knitter Bed (use an ODD number of needles). With ribber bed completely 


down, push up one needle on the ribber bed into hold position 6 needles away from each end needle on the 
knitter bed. You will have approx. a 1° gap between the ribber needles and the knitter end needles. 


Knit: On the knitter bed, using the finer acrylic yarn, e-wrap cast-on. Thread the knitter carriage. Set weaving 
brushes to “W". RCOOO. Knit 1 Row. Hang short single bed comb and two claw weights. 


Start Weaving: Use the 1:1 needle selector comb: Push up the first needle nearest the knitter bed carriage and 
every other needle (EON) after that. “Starting on the same side as the carriage, hook the weaving yarn in the 
ribber bed needle before laying the weaving yarn across the needles directly in front of the sinker posts. 
Important: The source of the weaving yarn needs to be on the opposite side from the carriage before knitting. 
Knit 1 Row. Unhook the weaving yarn around the needle on the ribber bed.” Repeat * to * unhooking the weaving 
yarn after each row. Weave 32 rows. 


Note: Repeat the process of pushing up the needle nearest the carriage then EON. Because there is an uneven 
number of needles on the knitter bed, this will automatically ensure you select EON to form a birds-eye pattern. 


Bind-off: Using the DK acrylic, bind-off around 2 gate pegs instead of 1 using the latch tool bind-off. To do this, 
the bind-off yarn is brought forward, then from right to left and back going around two of the gate pegs before 
catching it and latching each stitch off it's needle. The idea is to extend the length of the yarn between stitches. 


Finish: Stretch out the knit weaving and steam block thoroughly. If you use natural fiber weaving yarn, you can 
physically press the mat out. Straighten the loops and trim with scissors. 


For a matching place mat, cast on over 57 stitches and knit 80 rows. 
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Eros Scarf In Two Widths On Artisan 70D By Michael Becker 


Materials: 1 ball Eros 
Main Tension: 5/5 
Gauge: N/A 


Skinny Scarf: Measure and cut 40 pieces of yarn 18" long to make a 9" fringe. This 
scarf is about 80" (long including fringe) and 2 1/2" wide. 


Scarf: Measure and cut 70 pieces of yarn 18" long to make a 9" fringe. This scarf is 
about 60" long including fringe and 3 3/4" wide. 


With remaining yarn: Instructions are for skinny scarf (fat scarf). HINT: Make sure that 
the yarn end will leave at least 9" of tail at the edge of the cast-on, and later, at the 
bind-off. These can then be trimmed to the same length as the fringe - no sewing in the 
ends. 


Single bed cast-on (latch tool or e-wrap) over 21 (37) needles. 

TS and K1R (knit one row). Hang comb and two large weights. 

T10 K1iR. Carriage is on the right. 

Set-up machine for double bed work. 

Transfer second and every other stitch to ribber bed. 

Put empty needles out of work. Set carriages to plain knitting. 

T5/5 and knit until there is only enough yarn to bind off with. 

Transfer all ribber bed stitches to their corresponding empty main bed needles. 

Bind-off around gate pegs. 

0. Using the latch tool, fold each piece of yarn for the fringe in half and pull through the edge stitches of the 
scarf. Pull ends through loop. Pull carefully to knot so the yarn doesn't catch on itself. It is difficult to see the 
stitches to tie the fringe onto, so space them as evenly as possible. You may not need all the fringe pieces. 

11. Trim cast-on and bind-off tails to match. 





=O os Domb Wh — 
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Hat for the Family By Marian Reynolds 


Sizes: Infant, Toddler, Child (4-6 years), Child (6-8 years), Teen/Women, 
Men 


Gauge: 5 stitches and 6.3 rows/inch 


Suggested Yarns: Brown Sheep's Lamb's Pride Worsted, Mary Lue’s 
Liberty Plus, or any worsted weight yarn that will match gauge. 


Knitting Instructions: 
1. Tension 10: With waste yarn, cast on 78,88,96,100,106,110 on main) = r 


bed. Knit several rows. Carriage on left. Switch to ravel cord and 
knit 1 row. Carriage on right. 





2. RCOQOO. Switch to main yarn and knit to RC 14. Carriage on right. 

3. C000. Knit to RC 14. lf desired, place a motif or fair isle pattern of your choice. Hint. You can use your 
Intarsia carriage to do this part of the pattern if you desire, but be careful to match your gauge! 

4. Pick up loops from the first row of knitting and hang onto needles to turn up a hem. 

5. RCOOO. Knit to RC 22, 26, 30, 34, 36, 36. 

6. Transfer every other stitch to the stitch to the right. Place vacated needles in non-working position. 

7. Knit 2 rows. 

8. Thread the double-eyed needle with the tail of yarn. Take stitches off with the double-eyed needle, 


threading the needle through each stitch. Gather stitches to close top. 
9. Sew side seam. Add a pom-pom if desired. Enjoy!!! 


To make a pom-pom, pull needles out on the main bed about 10 to 15 stitches apart. Wind yarn around these 
two needles about 20 to 30 times. Tie a length of yarn around the middle of the winding, then remove from the 
machine. Cut the loops at each end. Trim pom-pom to the desired size if necessary. Sew the pom-pom to the 
hat. 
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Quick and Easy Sideways Triangular Shawl By Lois Saltzman 


Materials: Mohair or Chenille suitable for the 70D. See Variations below for other options. 


Gauge: Not important. 


Note: This shawl is knitted sideways, and then the long side is re-hung and hemmed. 


Knitting Instructions: 


BN Oe oN 


Cast on 4 Stitches at one end of the knitting bed. 

Knit 2 rows. 

Increase by pulling the next stitch out to knitting position. 

Continue increasing one stitch until all needles are in working position. 
Knit 12 rows straight. 

Decrease one stitch on side you previously made increases. 

Knit 2 rows. 

Continue decreasing one stitch until 4 needles are left. Bind off. 


Hem: 


—k 


nb wh 


Hang one-half long straight side onto needles (from one end to middle of shawl), stretching slightly as you 
hang the stitches. 

Knit 12 rows. 

Hang the first row of the hem. Bind off. 

Hang the other side and make hem. 

Seam the sides of the hem atthe middle. 


Blocking and Finishing: 


Block with steamer or steam with an iron until flat. Do not touch the knitting with the iron if using synthetic yarn. 
Add fringe as desired. 


Variations: Use the plating feeder to plate two fine weight yarns together. Use an acrylic yarn for the 
background, then a novelty yarn for the main yarn. 
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Worsted Winter Circular Socks By Darlene Mulholland 


These socks are the perfect first sock project because the bulky gauge allows 
=) them to be knitted up very quickly. Use a good quality sock yarn like Darlene’'s 
"| favorite, Briggs and Little "Tuffy" (80% wool/20% nylon). This will definitely warm 
™ those "Popsicle Toes" on those cold winter days. Learn ribbing, transferring 
= stitches between beds, turning work on waste yarn for circular knitting, short row 
™ shaping, and with the optional toe, full-fashioned decreasing! 


™) Here's are a few tips from Darlene: if your first pair isn't exactly the size you 

% planned, they will still fit someone, so you have one less Holiday gift to shop for! If 
4 they are a bit large, try running them in a warm dryer for 10 to 15 minutes to 

+ slightly felt them. Also for a sportier effect, change to a contrasting color for the 
heel and toe! 





Sizes: Adult Small (Medium, Large) 
Gauge: Approx. 5 sts. and 7.5 rows per inch. 


Materials: Recommended - Briggs and Little "Tuffy" 2/8 yarn 80% wool/20% nylon. The small and medium sizes 
use one 4 oz. Skein. Better get a second skein for the largest size. 


Acceptable substitutes ——- Any four ply fingering sock yarn like Fortissima, Socka, Kroy double stranded. Also try 
dressy socks in Berocco Sensuwool (wool/rayon) or Smart Cotton (cotton/rayon/nylon), 3, (4, 4) 50 gram skeins. 
For practicality, use TAMM Trenzi (acrylic/nylon) double stranded, about 3 to 4 ounces. 


Ribbing: Carriages on Right (COR). Ribber arm in place. Double bed E-wrap cast on —-20..20 (-22..22, -24..24) 
sts in 1x 1 rib. Knit (K) 1 row. Hang double bed cast on comb and two ribber weights. Set row counter to 000 
(RCO00). Tension dial set to 4/4 (T.4/4). K to RC25 (27, 31). COR. 


Unravel 10 (11, 12) sts on RH side of knitting. With the double-eyed tool, transfer all main bed (MB) sts to the 
ribber bed. You must now remove the outside stitches of the ribbed cuff and fold them toward the center, then 
place them on the MB. First, remove the weights and cast on comb. Drop the ribber down one notch to make the 
next step easier. Working one side ata time, by hand knit the end 10 (11, 12) sts off very loosely using a piece of 
ravel cord. Remove these sts onto the double-eyed needle. It is now easy to turn the sts on the double-eyed 
needle and rehang the sts on the MB directly above those already on the ribber. Hang the LH side working out 
from needle —-1. Hang the RH side working out from needle 1. The yarn end should now be at the outside right 
edge of your sock ready to start circular knitting. 


Leg: Hang three pronged weight hangers and ribber weights on each side of knitting, making sure that the 
prongs of the weight hanger go through both layers of ribbing. RCOOO. T.9/9. Set the carriages for circular 
knitting by setting the MB RH side lever to 2 and the ribber LH side lever to 0. K to RC64 (68,80) which will 
produce 32 (34, 40) rows of circular knitting. COR. 


Heel: Drop ribber bed one notch. Change to MB carriage arm. Change MB settings for stocking stitch. Set the 
Hold levers for partial knitting (Hold levers set to =). RCOOO. “On CARRIAGE SIDE, bring end needle to hold (E) 
position. K 1 row.* Repeat from * to * until 6 (6, 8) sts remain in center. HINT —— placing the weaving brushes in 
working position will help the stitches knit properly. RC 18 (18, 20). RCOOO. Bring needles back to working 
position by pushing one inside needle to upper working position (D position) on OPPOSITE dies of carriage. K 1 
row. Repeat until all needles are back in working position. RC18 (18, 20). COR. Switch to ribber carriage arm 

and raise ribber bed to working position. Pick up back loop from ribber end stitch and hang on end st on MB. This 
gives a very nice snug heel shaping and avoids a small hole. 


Foot: RCOOO. Set carriages for circular knitting as for the leg. K to RC 80 (96, 112). 
Toe: knit toe shaping exactly as you did for heel. After returning all needles back to working position, take 


stitches off of each bed onto separate double pointed needles or waste yarn. Seam by Kitchener stitch or crochet 
slip stitch w/ right sides facing. 
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Alternate Toe Instructions: Note —— this method requires less finishing. Using the 3-pronged tool, make a full- 
fashioned decrease on all four outside edges every four rows until 6 (6, 6) st remain. Pull double sts to E position 
to facilitate knitting the row after each decrease. K 2 rows after last decrease. Break off yarn and thread into 
double-eyed needle. Using double eyed needle, remove knitting from bed following the circular pattern. Pull yarn 
end to close circular hole. Pull yarn to wrong side and weave in yarn end. 


Finishing: Sew ribbing seam. Wash and dry following yarn manufacturer's instructions. 
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Windowpane Afghan in Half Fisherman, Cables, and Chevron Lace By Jackie Huff 


This lovely afghan has a hand-hewn look and is quite easy to do once you understand the sequence of 
windowpane blocks. The half fisherman borders cause it to lay flat, so very little 
blocking and no finishing is required. Use an Aran colored yarn for the best effect in 
either DK weight for a smaller afghan, or lighter worsted weight for a larger, bulkier 
look. 


Click on the picture to the right for a more detailed view. Our thanks to Jackie Huff, 
Artisan dealer for Western PA for providing this pattern to all of the Artisan knitters. | do 
hope that all of you take the time to thank her personally at jahknits@nauticom.net 


Materials: Any DK or worsted weight fiber. Jackie used Bramwell Roselan DK at T.8/8 
with excellent results. 


Tension: Unimportant. Knit at a tension where the stitch is loose but not gauzy. 
Size: Approx. 38" x 52", larger for worsted weight. 


Cast on: Arrange needles L/72-R73 in 1 x 1 rib, with end needles on the knitter on both 
ends 





"Broken Toe" Cast on: T.8/8. Knit 1 row. Hang cast on comb and weights, making sure the a tooth of the comb 
goes into the space between main bed needles. Uncouple ribber carriage and knit 2 rows with ribber carriage 
only. Ribber stitches drop. Leave vacated ribber needles in working position. Re-couple carriages. 


RC 000: T.6/6. Knit 2 rows. RC 002: T.8/8. Set ribber carriage with RH Side Lever UP, Slip/Tuck cam set to Tuck 
(U symbol). Knit to RC 12. 


Knitting Instructions: Each pane of the afghan consists of 22 stitches by 38 rows, divided as follows: 
6 end stitches on the LH side and 7 stitches on the RH side remain in rib sequence throughout as a border. 


The needles that make up the sections of the bed that make the windowpanes are: 


L66-45 L44-23 L22-1 R1-22 R23-44 R45-66 





Knit the blocks as numbered above using the instructions below: 
Block 1 —— Half Fisherman Rib 
Transfer EON to ribber starting with 2°° needle from LH of block. 


set ribber carriage w/ RH Side Lever up, cam to Tuck as with cast on. 


Knit 38 rows. 
Block 2 —— Cable Block 


Transfer any ribber stitches to MB. 
Tr stitches 4 to left and right of center of block to ribber 


RC 6, 20, and 34: Cable middle 6 stitches (CB 3R), 
Block 3 -— Chevron Lace Block 
Transfer any ribber stitches to MB. 


RC 2: Tr St 11 to 10 

RC 4: Tr St 10 to 9, 12 to 13 
RC 6: Tr St9 to 8, 13 to 14 

RC 8: TrSt8to7,14to 15 

RC10: Tr St 7 to 6, 15 to 16 
RC12: Tr St 6 to 5, 16 to 17 


Repeat sequence at RC 14 and RC 26 (3 repeats) 
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Finishing: Once you have completed the ten repeats of the blocks, transfer stitches in 1 x 1 rib arrangement as 
per cast on. Knit 10 rows with ribber carriage still set for half fisherman rib. Bind off around two gate pegs. 


Remove knitting from machine, being careful not to pull yarn at cast on edge. Finish cast on edge by working 
toward yarn end and latch tooling loop through loop. At last loop, pull yarn end through to secure. 


Artisan 70D First Experiences — Page 24 


Half-Fisherman’s Mitten with Stockinet Thumb By Jackie Huff 


Yarn: Use Double Knitting Yarn 

Sizes: Small: 2-4 years Med: 6-8 Years; Large: 10-12 years; Extra Large: 12-14 

Mitten: 

1. Setup for 1x1 rib. Cast on over 37 (41-43-45) needles. T4/4. Knit 30(32-34-36) rows. 

2. 15/5 setup for half fisherman's rib. Knit 40 (44-48-54) rows. 

3. Set carriages for 1x1 rib. Knit 2 rows. 

4. Transfer ribber sts to the knitter bed needles with sts. (EON setup on knitter bed). All needles on the ribber 


bed out of work. 


5. T4 Knit 2 rows. Break yarn leaving a tail long enough to sew seam. With double eye needle gather off 
stitches. Do not sew seam. Make 2™ mitten. 

Thumb: 

1. Setup for stockinet. Holding mitten wrong side facing you, at next to last row of 1x1 rib along the left 
outside edge of the mitten, pick up and place a ston R1. 

2. Pick up 6 (6-7-8) more sts hanging them to the left. 

3. Onright hand side of Mitten do the same: Place 1st st on R1 and next 6 (6-7-8) to the right. Arrange the cuff 
so it folds out of the way. 

4. Putall 13(13-15-17) sts to into hold position. Place weights. 

5. Take the yarn and feed it through the sinker plate, over the top of the needle. Manually knit center st. and 
place a clothespin on the tail. 

6. On carriage side bring 1 needle next to the center stitch to WP. T5. Knit across with carriage. On the 
Carriage side, bring 1 needle to WP and knit across. Cont. until all needles are in WP. 

7. RCOOO. Knit another 12 (14-16-16) rows. Transfer 2nd and every other stitch to adjacent needle. Knit 2 
rows. 

8. Break yarn with a 12" long tail. Thread the tail into the double eye needle. 

9. Sew off stitches onto the double eye needle and gather. Sew seams 
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Texas Chunky Poncho By Pamela Sue Schulz 


Stitch Size(s) Used: 9 
Knitting Machine: Artisan 70D 
Gauge: 7.4 RPI x 5.35 SPl 


Weaving Cast On: Bring 22 needles (11-0-11) into work (B position) on main bed. 
Using the every-other-needle-pusher, push every-other-needle to "E position". Thread 
CONTRAST color of yarn in carriage yarn feeder. Engage the Weaving Brushes to 
"W". Lay the tail of your contract color yarn over the needles in "E position”. Allow a 
minimum of 12" of yarn to fall on the left side of the needle set up. While gently holding 
the yarn tail, move the carriage from right to left. Hang comb and weights. Disengage 
the weaving brushes. Continue to knit for 10-12 rows. Move weights up the edges 
every 10-20 rows. End with carriage on the right. 





Garment Sections: Cut the contrast yarn and load the garment yarn into the feeder. Set row counter to 000 Knit 
one row with garment yarn. (Right to left) “Increase one stitch on carriage side*. (Remember to keep moving 
your claw weights up along the edge as you are increasing. Continue this process until you have 140 needles in 
work. Row count is 118. Knit 1 row to the left NO INCREASE (RC 119) Knit 1 row to the right (RC 120). Ending 
with carriage on the right. 


Bind Off Around the Gate Peg: Remove the yarn from the feeder. Push all the needles out to "E position" and 
then gently back to almost "D position". With the latch tool in hand, place the yarn around the gate peg to the 
right of the last knit stitch on the right side of the machine. Place the latch tool in the needle with the stitch and 
remove it onto the latch tool. Place the stitch behind the latch and the yarn in the hook. Pull the yarn through the 
stitch. Continue around the gate peg to the right of the stitch as outline before until you have all the stitches 
bound off. Garment will be hanging from the gate pegs. Lift it up and off the gate pegs. Leave a one- yard tail of 
yarn. You will use this tail to join the sections together. 


Make four garment sections. 


Joining the Garment Sections: Thread the tail of yarn through a blunt needle or your double-eye transfer tool. 
With wrong sides together, whip stitch through the open loops along the edge to join the seams together. Only 
join THREE GARMENT SECTIONS together. 


Neckline/Ribbing: Bring into work 86 (43-0-43) needles on the main bed. Using a 1,2, or 3-prong tool, pick up 
the open stitches at the top of first section (purl side facing you) and hang them on the first 22 needles on the 
right side of the bed. Pick up the first stitch from the next set of 22 stitches and hand the first stitch on the last 
needle with a stitch on it. You will have two stitches on one needle. Continue until all the open stitches have been 
hung back on the main bed. The reason we are doubling up stitches is to avoid a big hole were the two pieces 
are joined. 


Carriage on the right. Knit one row at garment tension (9). Hang Comb and Weights. Change your sinker plate 
and set up for Double Bed Knitting. 


Transfer every-other-needle to the ribber bed. Be sure that bed is set at "P" so that the needles are directly 
across from each other. 


Once all needles are in the 1x1 ribbing set-up move Stitch Size to 4.1/4.1 Knit 11 rows. Carriage on the right. 
Bring all the non-working needles between 43-0-43 into working position "B". Set Beds to "H" Knit one row to the 
left very slowly. This will be a tight row and may be hard to push. Drop the loops of the needles that were just 
brought into work and return those needles to the non-working position "A". Move the beds back to "P" position 
Transfer the ribber stitches to the main bed. Change to Stitch Size 9 - Knit 6-8 rows in CONTRAST COLOR and 
remove from machine. With at latch tool, work from end opposite the tail of yarn. Place the first garment yarn 
stitch behind the latch of the latch tool. Place the second stitch in the hook and pull it through the stitch held on 
the tool. Continue until all stitches are bound off. Pull on the contrast yarn and garment body to set the stitches. 
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Unravel the contrast yarn. 
Sew up the last seam, same as in earlier instruction. Seam Ribbing. Work in yarn tails. 


Knit On Fringe: Using a two-prong tool, pick up the outer edge of the garment and hang on two needles (wrong 
side facing you) 1-0-1. Bring needles 9 & 10 right of center into work also. Engage your Weaving Brushes Knit 
right to left. E-wrap needles 9 & 10. Knit 3 more rows. Skip one stitch along the garment edge and pick up the 
next two edge stitches and hang them on needles 1-0-1. Knit 4 rows. Continue along the entire edge of the 
garment. Finish by hanging the first two stitches on the last two that were knitted and bind off needles 1-0-1. 
Unravel stitches 9 & 10. This will create looped fringe. Block and wash garment. You may cut the fringe after you 
wash and set the stitches. 
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Water Bottle Bag By Pamela Sue Schulz 
To fit a 500 ML (or 1.05 PT) size bottle 
Yarn Used In Project: J&P Coats Crochet Nylon 
Stitch Size(s) Used: 10 
Knitting Machine: Artisan 70D 
Gauge: Unknown 


Weaving Cast On: RC 000 Bring 40 needles into work and cast on using 
the Weaving Cast On Method. 
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Knit: Knit in stockinet for 16 rows - on RC 16, starting with the second 
needle on the right side of the bed, transfer every-other-needle to the 
needle to the left. This will create ‘eyelets’. Pull all 40 needles out to "E" 
position and knit across slowing. This will be a tight row. 
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Continue to knit to RC 20. Set up for Slip stitch pattern using the 1x3 

pusher tool. Levers in Position "2" Needles in "E" position will knit. Be sure that both end needles are in "E" 
position. Knit 1 Row. Select the needle next to the one that was selected with the first set up. End needles in "E" 
position, even if they are not "in-pattern". Continue until RC 24. 


Knit 4 rows - RC 28 - set up for Eyelet transfer 
RC 29-32 Stockinet 

RC 32-36 Slip Stitch Pattern (see manual) 

RC 37-40 Stockinet 

RC 40 Eyelet Row 

RC 41-44 Stockinet 

RC 44-48 Slip Stitch Pattern 

RC 49-52 Stockinet 

RC 52 Eyelet Row 

RC 53-62 Stockinet 


Bind off 18 stitches (right side of bed) around the gate pegs Knit 1row. Bind off 18 stitches (left side of bed) 
around the gate pegs. 4 stitches remain in work. 


RC 000 Knit 100 rows for shoulder length handle - Knit 150-200 rows for longer across the body handle. 
Remove the 4 stitches off on a stitch holder or a piece of yarn. Cut the yarn and leave a 12 “ tail. 

Pull on the cast-on row and gather up the stitches - this will form the bottom of your bottle bag. 

With the tail of the cast-on sew up the side using a whipstitch and catching the loops vs. the knots of the end 
stitches. 


When you reach the top hang the top edge of the bag back onto the 4 needles on the knitting machine. Purl side 
facing you. Hang the 4 open stitches into the hooks of the needles and pull them through the edge stitches. Bind 
Off. 


Since you are using a nylon yarn, it is very difficult to tie a knot that wants to stay tied. | took the two tails (one 
from the side-seam and the other from the handle bind-off) and wove them in opposite directions in the loops of 
the top edge bind off. Use fray check or similar product on the ends sticking out. Let it dry and then clip the ends. 
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Embossing Motifs By Michael Becker 


Emboss a motif on the purl side of a stockinet fabric. Use larger block-like patterns that have little if any single 
stitches like the (17 st x 24 row) heart shown below. This variation on Long Stitch must be knitted with more 
weight than usual to knit successfully. Claw weights on the edge are very helpful. Cotton yarn produces a crisp 
motif. If the cotton is mercerized, there is an enhanced textural contrast to the motif. 

Cast-on to the knitter bed the required number of stitches. If this is for a sweater, complete the bands and 
transfer all stitches to the knitter bed. Set Knitter carriage to normal knitting: Tuck/Slip Lever on slip, side levers 
1, hold levers to — Stitch size: Stockinet for yarn being used (e.g., 7 for DK yarn). 


Set the Ribber carriage to normal knitting: Tuck/Slip Lever on slip, side levers 1, hold levers to —. Stitch Size 
approximately 3. Change the right side lever to 0 (zero). There should be no needles in work on the ribber bed. 
Set the pitch lever to Half-Pitch. 


To introduce a motif, knit to the point where the motif is to be positioned. On the ribber bed only, push a needle 
into working position following the graph. Knit 2 rows. Continue to add needles where needed knitting 2 rows 
between. If a needle is no longer used in the motif, transfer the stitch from the ribber needle to the corresponding 
knitter bed needle. Be sure to place the empty ribber bed needle completely out of work. If any ribber bed 
needles are active when you wish to bind off, transfer these stitches to the knitter bed first then bind-off. 


This technique can be used on any knitting machine with a ribber. This heart pattern is a good way to introduce 
yourself to this transfer technique: 
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Thirty Minute Self-Fringed Knit-weave Scarf By Scott Renno 


This stunning designer scarf is knitted sideways with a really easy fringe-as-you-go technique. Great for a first 
weaving project. 


Materials: 


Base Yarn: DK or Worsted weight acrylic or acrylic blend yarn. | used Bramwell 
Roselan DK. Use a dark neutral like charcoal, or black. This will allow the weaving 
yarn to stand out and will give a more elegant, sophisticated look. 


Weaving Yarn: A colorful worsted or chunky weight novelty yarn. | used Plymouth 
Indecita Alpaca Boucle, one skein. Other yarns that would work well — Berroco 
Chincilla or Furz, Cleckheaton Summit, Noro Kureyon or Silk Garden, or any 
worsted weight chenille or novelty yarn. 





Size: Varies depending on yarns used. The sample with the suggested yarn is 12" x 
42" excluding fringe. 


Tension: For DK weight backing and Worsted weight weaving yarn, T.7. For worsted weight backing and 
Worsted or Chunky weight weaving yarn, T.10. Knit fairly loosely for a good drape and soft hand. 


Knitting Directions: 


1. Using base yarn, E wrap cast on over all 147 needles. Knit 1 row. Hang cast on comb and weights. Set row 

counter to RC 0. 

Engage weaving brushes. 

Using the 1x1 pusher tool, pull every other needle to Hold position. 

Lay weaving yarn across needles. 

Knit 1 row. 

“On carriage side, wrap weaving yarn around the tip of the ribber bed lever to produce the fringe. 

Pull every other needle to Hold position, pulling opposite needles from previous row. 

Lay weaving yarn across needles. 

Knit 1 row.” 

0. Repeat Steps 6 through 9. Note - when carriage is on the LEFT, center tool on needle LEFT #1. When 
carriage is on the RIGHT, center tool on needle RIGHT #1. This will produce a very attractive tabby weave 
appearance and will help you remember which needles to pull. 

11. Knit to RC 60, pulling loops off of the ribber levers regularly. 

12. Latch tool bind-off around two gate pegs. 

13. Steam or press flat and straighten fringe. 

14. If desired, cut loops to form fringe. With the alpaca boucle, it twisted onto itself making a very attractive 

fringe without cutting. 


2 OONOAARYWN 
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Feather and Fan Plated Triangular Shawl By Scott Renno 


This stunning high fashion shawl written for the Artisan 70D knitting machines has a 
hand-knit look and feel and is sure to attract a lot of attention. It is knit in two pieces, 
then grafted together with a unique grafting technique that leaves no seam! We did 
ours in a warm white for a nostalgic, antique lace look 


Materials: 


Plating Yarn (plating feeder): Forsell Aztec Chenille (alternate yarns: Yeoman 4 Ply 
Chenille, Silk City Chenille 2000, Yeoman Cigno Mohair, or any other textured 4 ply 
yarn). Approx. 200 grams 


Main Yarn (regular feeder): Silk City Velveen from Bonnie Triola (alternate yarns: 
Newton's Designer 727, Yeoman Grigna, Yeoman Aurora, Tamm Diamante, Millor 
Tepayac, or any other 4 ply hard twist dress yarn). Approx. 200 grams 





Note: Thread the plating yarn on the right upper tension disk and the main yarn on the 
left. Always load the plating yarn in the feeder first to avoid the yarns crossing. 


Color: Make sure you use approximately the same color of plating and main yarn. The high fashion look of this 
article is created by difference in texture rather than color. 


Pattern: Feather and fan lace pattern. Multiple of ten. See chart below: 


dividing stitch between pattern repeat 

this needle is empty after transfer (raise to hold position for best 
S) 

transferred stitch(es) right 

transferred stitch(es) left 

en foot symbol = three stitches on needle hook 





The following is a written version of the diagram. Start at the bottom on Row 1 and work your way up to Row 8. 
The x's represents stitches that you need to leave alone. 

Row 8: Knit 

Row 7: xxxo30xxxx move 1 st each side of center (use single prong tool) 

Row 6: Knit 

Row 5: xxo/3\oxxx move 2 sts each side of center (use two prong tool) 

Row 4: Knit 

Row 3: xo//3\\oxx move 3 sts each side of center (use three prong tool) 

Row 2: Knit 

Row 1: o///3\\\ox move 4 sts each side of center (use two prong tool twice) 


Knitting Instructions: 


Hint: After transferring stitches, move all transferred stitches, all needles with multiple loops, and all vacated 
needles to hold position. This will facilitate knitting and will help prevent vacated needles from being accidentally 
left in non-working position (vacated needles should always be left in working position, so it is best to raise them 
to hold position to ensure that they will not be forgotten). 

It is also helpful to place the end stitches in hold position. 


1. Left Panel: Knitted with main bed only. Carriage on right. E wrap 11 stitches. Thread yarn in feeder. T.9 Knit 
1 row. Hang claw weights on each end of knitting. Set RC to 000. Begin pattern stitch, but do not count left 
most stitch in pattern (it will always knit). 

2. AtRC 007, e-wrap 10 stitches (one more full pattern repeat) on right side of knitting. Knit 1 row (row 8 of 
pattern). Move claw weight to new edge of knitting. 
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3. Continue in pattern, e-wrapping 10 additional stitches after row 7 of the pattern has been knitted. Continue 
in this manner until you have used the entire bed and cannot cast on additional needles to make a full 
repeat of the pattern. 

4. Bind off. 

5. Right Panel: Knit as for Left Panel, but start on opposite side of bed and knit 2 rows instead of 1 on the 
FIRST REPEAT ONLY to put the carriage on the correct side of the work for the increases. 

Finishing: 


Block pieces until flat and square with iron, pulling on point of the lace pattern to emphasize them. 
Join panels together either with mattress stitch or with seamless grafting as follows: 


1. 


Pin panels on blocking mat approximately 3 stitches apart. 


2. Using the double eyed tool and a strand of each yarn, form bars between the two pieces by entering the last 
loop of one piece, pulling yarn through, then entering the last loop of the corresponding stitch from the other 
piece. Continue to do this, making sure that the patterns line up exactly. 

3. Unpin the panels, and using the latch tool, latch up the bars to form a new stitch to join the pieces. 

4. Pull yarn through top stitch to close. Note - this technique requires some practice to make the bars the 
exact length to match the size of the stitches in the garment pieces once they are latched up. 

Tassels: 


Form tassels on each point of the pattern using 4 ends of each yarn approximately 12 to 15 inches long. Pull 
through point from back to front, then pull ends through loop. You can then braid the yarns, add beads, or just 
leave them as is depending on your preference. 


Artisan 70D First Experiences — Page 32 
Decorative Knitted Basket By Michael Becker 


This can be done on any machine with or without a ribber. Instructions are for 
machines with ribbers. Stitch sizes are for the Artisan 70D, but are usually 
correct for most machines regardless of gauge. 


Yarn: Cotton or rayon that is on the fine side and looks lacy when knitted in 
stockinette. 


Stitch Size: Generally T5.2-6 or size required for stockinette with the yarn 
and machine being used. 


Basket: 
1. Push 10 needles into work on each bed following the needle rule as 
follows: 


2. Set-up for double-bed knitting. Set both carriages for stockinette. 
Racking half-pitch. Place carriages on left. 

3. Thread carriages. T2. Knit 1 row (K1R). Hang comb and weigNts. 

4. Set both carriages to Main Tension. Set carriages for circular stockinette 
knitting. 

5. K2R.RCOOO. 

6. On each end of each bed, push up the next needle and transfer the end stitch to this needle. Leave the 
empty needle in work. (Four new needles are in work). 

7. K4R. At the same time, check for stitches that do not knit correctly. If this occurs, correct the stitch by 
knitting it through by hand. 

8. As you knit the problem may become more frequent. Push all the needles on the bed to be knitted into hold 
position, each time a row is to be knitted. 

9. Knitto RC40. 

10. Bind off loosely. 

11. Pull cast-on thread to close bottom of basket if desired. 

12. Work in all loose ends. 





Handle: 
1. Set-up for single bed stockinette knitting. Main Tension. 


2. E-wrap cast-on over 4 needles. Hang a claw weight. 

3. K2R 

4. Transfer second stitch from the right to the right most needle. 

5. K2R 

6. Transfer second stitch from the left to the left most needle. 

7. K2R 

8. Continue to desired length. Bind-off. Work in ends. 

Stiffening: 

1. Find a foam coffee cup that is the correct size to form the basket block. 


2.  Putthe basket into a dish and work in enough Stiffy solution to saturate the knitting. 

3. Put the basket onto the inverted coffee cup and pull the eyelet border down evenly on either side of the 
cup. Square off the ends and push a pin into the cup to hold it in place. Smooth and mold the basket into 
the required shape. Allow the basket to dry overnight. 

4. Saturate the handle with Stiffy. Place the handle knit side down over a small bottle to form the handle to 
match the basket where the pins are positioned. Open the knitting to expose the lace holes. Let it dry 
overnight. 


Finish: 

1. If desired, weave 1/8" ribbon through the lace holes in the handle. 
2. Glue or glue gun the handles to the basket. 

3. Place a small bow or ribbon flower at the join if desired. 


Cabled Classic Ladies Sweater By Lona Wilson 


Manipulating stitches by hand can be exceptionally 
creative. While it may take a bit more time, you'll have a 
garment that is a “one of a kind” to wear with pride. 


NOTE: This sweater can be knitted without cables. Use 
Tension 3.2 and knit Stockinet throughout, omitting the 
cables. 


SIZE 
Finished bust measurement: 40 (44,48)”. 
Finished length from shoulder to top of rib: 22(23,23)". 


YARN 
Forsell Shamal DK Acrylic/Wool 1 cone Mulberry 


GAUGE 


“NOTE TENSION CHANGES IN PATTERN** 


For Cabled Front: 15 = 5.5 sts and 7.5 rows/in. 
For Back and Sleeve: 13.2 = 5.5 sts and 7.5 rows/in. 
Ribbing Tensions: T1/1 using ribber. 


Abbreviations: E = Every; R = Row(s). E.g, E2R = 
Every 2 rows. ER X4 = Every Row 4 times. Dec = 
Decrease. Beg = Beginning 


FRONT 


Cast on 110 (122,132) sts, for 1x1 rib, T1/1, K26 rows. 
Transfer to MB. 


RCO0O0O Center 6 needles will become the center cable (3 
sts each side of 0). When the cables have been set up, 
mark the needle bed with grease pencil, #2 pencil or 
small self-adhesive dots (to mark center of cable 
positions): 


Needle Set-up: Center 6 needles will become the center 
cable (3 sts each side of 0). On each side of the cable 
push the next needle out to E position. Count five 
needles and push the sixth out to E position. Count six 
needles and push the seventh out to E. Continue across 
the bed, on both sides, counting five needles and 
pushing the sixth out to E, then six needles and the 
seventh out to E, until you are within 6-8 stitches of the 
side seam. Do not do cabling this close to the side seam. 
MARK the needles you have in E position as described 
above in addition to the cable center marks. Note: The 
groups of 6 needles will become cables; the groups of 5 
needles will become ribs; the E position needles will 
become “purl” stitches. 


Next, remove the stitch on each of the needles you have 
in E position, and put on a piece of yarn to hold. These 
needles will be empty now, but LEAVE THEM IN WORK. 
Knit 8R. Push marked needles to E position, and then 
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back to A position, dropping the stitches that formed. 
Using a one prong tool stick the tool into the fabric, below 
where the stitch was dropped, and push downward. This 
will unravel the E-position stitches and all stitches will 
drop. Repeat across the bed. 


Using two 3 prong transfer tools, remove the six stitches, 
cross them (put the stitches on the left tool down on the 
right needles, and the stitches on the right tool down on 
the left needles). Repeat across the bed. Put ALL 
needles in the knitting width to E, and knit 8 rows. 
Repeat every 8 rows, each time releasing the stitches 
that have formed on the marked needles. Some of the 
cables will stop as you get to the underarm, and work 
toward the shoulder. Do not drop any stitches once the 
cable stops. You can tie all this off when you latch up the 
“ladders” in a later step. K to RC 96 (98,100). 


Keeping in cable pattern, shape underarm: 

Small: Bind off 4 sts Beg next 2 R. Dec each side, 1 st 
E2R 11X. K to RC 136. Put center 16 sts and carriage in 
hold position. 

Medium: Bind off 6 sts Beg next 2R. Dec each side, 1 st 
ER 2X, E2R 11X. K to RC 138. Put center 16 sts and 
carriage in hold position. 

Large: Bind off 6 sts Beg next 2R. Dec each side, 1 st 
ER 7X, E2R 9X. K to RC 142. Put center 14 sts and 
carriage in hold position. 


Front Neck-Edge Shaping: 

All Sizes: Knit 2 Rows then Neck Edge Dec as follows: 
Small: 3 sts E2R 2X, 2 sts E2R 1X, 1 sts E2R 2X, 1 sts 
E3R 1X, 1 st ER 1X. Knit to RC 162 Waste off 20 sts. 
Medium: 3 sts E2R 3X, 1 sts E3R 4X. Knit to RC 166. 
Waste off 21 sts. 

Large: 5 sts E2R 1X, 1sts ER 5X, 1 sts E5R 1X, 1 Sts 
E4R 4X. Knit to RC 172. Waste off 22 sts. 

All Sizes: Repeat for second side. 


Pick up sts on each side of center for neckline. K1R in 
main yarn. Waste off center neckline. With wrong side 
facing, pick up 1 st from above the rib, and latch it up to 
the top, one “ladder” at a time. When you reach the top, 
safety pin it for the moment. Later finishing will allow you 
to decide whether to tie that stitch off, work it into a seam 
to secure, or make it part of the neckline. Repeat for all 
the dropped stitches. 


BACK (Worked in Stockinet) 


Note tension change for stockinet: T3.2, and K back 
same as front, OMITTING CABLES AND FRONT 
NECKLINE SHAPING, to R158 (162,164). 

Center 16 (16,26) sts and carriage to hold position. 


Back Neck-Edge Shaping: 


All Sizes: Knit 2 Rows then Neck Edge Dec as follows: 
Small: 4 sts E2R 1X. Knit to RC162, waste off 20 sts 
Medium: 11 sts E2R 1X, 2 sts E2R 1X. Knit to RC166, 
waste off 21 sts. 

Large: 5 sts E2R 1X, 3 sts E2R 1X, 4 sts E2R 1X. Knit 
to RC172, waste off 19 sts. 

All Sizes: Repeat for other side. 


Pick up sts on each side of center for neckline. K1R in 
main yarn, then waste off center neckline. Block and 
steam pieces to size. 


Right sides together, hang one set of shoulder sts and 
bind off. Wrong side facing, hang neck sts onto machine, 
being careful to catch the neckline cabled sts on pins 
onto the needles. Remove those pins. 


T5 K1R over all sts. Transfer for 1x1 rib. T1/1 K25R then 
the 26" row at T5/4. Transfer stitches to main bed, hang 
every other stitch from first row of ribbing, and bind off 
around two gate pegs. Join second shoulder. 


SLEEVES 


Although you are putting ONE cable up the center of the 
sleeves, it will still knit to gauge using tension 3.2. 
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Cast on 54 (56,58) sts for 1x1 rib, T1/1, K26R. Transfer 
to MB. RCOOO Center 6 needles will be a cable (3 sts 
each side of 0). Mark bed and remove stitches each side 
of cable as you did with front piece. Continue in cable 
pattern every 8R, while at the same time starting 

Small: at RC 6 inc 1 st E6R 7X, inc 1 st E7R 9X. K to 
RC 112. 

Medium: at RC 6 inc 1 st E6R 18X. K to RC 114. 
Large: at RC 5 inc 1 st E5R 20X. K to RC 108. 


Sleeve Cap Shaping: 

Dec as follows: 

Small: Bind off 5 sts Beg next 2R. Dec 1 sts ER 4X, E2R 
3X, E3R 5X, E2R 8X, ER 5X. Bind off 26 sts. 

Medium: Bind off 5 sts Beg next 2R. Dec 1 sts ER 6X, 
E2R 2X, E3R 5X, E2R 8X, ER 6X. Bind off 28 sts. 
Large: Bind off 4 sts Beg next 2R. Dec 1 sts ER 10X, 
E3R 6X, E2R 7X, ER 7X. Bind off 30 sts. 


All Sizes: Latch up “ladder” each side of cable. Block 
sleeve pieces to size. 


Attach sleeves, seam neckband, underarm and side 
seams. Secure all stitches still on pins. 


© 2000 Lona B. Wilson 


Sleeve 


= 


This pattern has been carefully checked but, while all the material in this pattern has been written in good faith, the publisher is unable to accept any 
responsibilities whatsoever and by whosoever caused. 
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Slip Stitch For Beginners By Michael Becker 


Slip stitch has many uses on any knitting machine. It can be used to create textures on the purl side of the knitting 
through the creative use of floats, as two color knitting, circular knitting and much more. 


Let's look at using the slip settings to knit in the round which doesn't have floats at all. This is a great way to knit tubes 
for felting to make garments. It's also the way to knit stockinet yardage that's twice the width of the machine, not to 
mention socks and mittens. 


Circular Knitting: 


Raise the ribber bed into work position with the double bed sinker plate connected. Make sure that the Tuck/Slip lever 
is set to Slip on both carriages. 


Waste Yarn Cast-on: Use the full needle set-up. Push up the needles required matching knitter bed with ribber bed 
needles. Half-Pitch; Stitch Size approx. 3 on both beds for DK yarn. Set both carriages to knit (both Main Bed side 
levers to 1, both Ribber Bed 0/1 levers to 1). Position the carriage at the left. Thread the carriage with waste yarn. Knit 
1 row to the right. Add double bed cast-on comb and weights. 


Set Knitter Bed Carriage for Circular: (Note: position 1 = carriage knits; position 2 = carriages slip.) The left side lever 
remains on 1 so the carriage will knit when the carriage moves to the left. Set the right side lever to 2. When the 
carriage moves to the right, the needles slip under the levers and do not knit. 


Set Ribber Carriage for Circular: The 0/1 levers are set opposite to the MB Carriage levers. That is, the right 0/1 lever 
remains on 1 so the carriage knits when moving to the right. The left 0/1 lever is set to 0 so the carriage slips when 
moving to the left. 


Finish Waste Yarn Cast-On: Set the stitch size on both carriages to MT for stockinet. Approximately 6 using DK yarn. 
Knit 4 rows. Increase stitch size to 8 or 9 and knit 2 rows. Use ravel cord for these last two rows if desired. 


Knitting: Replace waste yarn with main yarn. Reset stitch size to the main tension (MT). RCQOO. Either continue to knit 
or if you wish to have a bound edge atthe bottom of the knitting, knit 2 rows of main yarn 1 to 3 full stitch sizes larger 
than MT. Use the transfer needle to remove each stitch. Rotate the transfer needle 180 degrees to twist the stitch. 
Replace the stitch on the needle. All twists must be in the same direction. The twisted stitches form an “e’ on each 
needle. Return to MT. Push Knitter Bed needles to E position. Slowly knit one row to the left. Push all ribber bed 
needles to E position. Knit one row to the right. Check for stitches that didnt knit through the “e’. Manually correct these 
stitches. If the “e” is too tight, the needles will not be able to knit through. The tension you used for the first two rows of 
Main Yarn was too tight. Otherwise, continue to knit. 


Counting Rows: When knitting circular, it takes TWO rows on the row counter to knit 1 row of knitting. The carriage 
must pass to the left and then the right to complete the circle tripping the row counter each time it passes by. If you 
needed 10 circular knitted rows, you would have to knit 20 row counter rows. 


Bind off as usual starting with the bed to be knitted next. You may find it easier to stand behind the machine to bind off 
the ribber bed. Pull out the last two rows of waste yarn (or ravel cord if you used it) where it joins the Main Yarn. 
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